PkZ® 56 SERIES

SIZE 12 CONTACT

U.S. PATENT NO. 4,917,630 JAPANESE PATENT NO. 1769278

SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE

MECHANICAL
MATERIALS PLATING
Plugs: Brass per ASTM B 16. Gold per MIL-G-45204.
Receptacles: Brass per ASTM B 16. Copper per MIL-C-14550.
Insulation: No. 1 Vary Flex Type HV, Two-Part Epoxy Resin Nickel per QQ-N-290.

Contacts, Male: Beryllium Copper per ASTM B 196.
Contacts, Female: Beryllium Copper per ASTM B 196.

FINISH (Add letter to end of part number.) MATING CHARACTERISTICS
Outer Bodies: 1.5 Ibs. Max. I ti
BODIES AND CONTACTS* o 5 o2 Min. Withdrawal.
“A”: .000050 Min. Gold over Nickel. Center Contacts: 14 oz. Max. Insertion
.5 0z. Min. Withdrawal.

ELECTRICAL

Impedance: 50 Ohms. Contact Resistance: Center Contact 6 Milliohms.

Frequency Range and VSWR: Configuration Dependent. Outer Contact 4 Milliohms.

Voltage Rating Straight: 800 V RMS. RE Leakage: -90 db Min. at 2-3 GHz.

Voltage Rating Angled: 600 V RMS. Insertion Loss: .06 x Vf(GHz) dB.

Current Rating: 1.5 Amps. Insulation Resistance: 5000 Megohms Min.
ENVIRONMENTAL

ting Te ture R :—67°F to +257°F.
Operating Temperature 8 557 C to4125° O) Thermal Shock: MIL-STD-202, Method 107,
Vibration: MIL-STD-202, Method 204, Test Condition D. Test Condition B, except High Temp. shall be(‘lsf;“"g
+ o

Shock: MIL-STD-202, Method 213, Test Condition I.
Salt Spray: MIL-STD-1344, Method 1001, Condition B.
Durability: 500 Cycles.

CONFIGURATIONS

MIL-C-38999, Series I, III, IV Bendix® LRM Connector, Modules: Sparkplugs, Press Fit Knurl, Glass Seals.
Custom Housings.

Moisture Resistance: MIL-STD-202, Method 106
Insulation Resistance: 200 Megohms after Humidity.

Packages: Microstrip, Stripline.
Cables: RG188, RG316, RG178, RG405 (.086 S.R.), M17/151 (.047 SR.).
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* All other components plated to meet environmental requirements.
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PkzZ® 56 SERIES — SIZE 12 CONTACT
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Part Number Cable Part Number Cable
56-0080-0670* RG174,188,316 56-1080-0670" RG174,188,316
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Part Number Cable Part Number Cable
56-0030-0860" M17/133-RG405 (.086 S.R.) 56-1030-0860* M17/133-RG405 (.086 S.R.)
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Solder/Clamp (3:18) Solder/Clamp 179 (4.55)
Part Number Cable Part Number Cable
56-0302-0670" RG174,188,316 56-1302-0670* RG174,188,316
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Solder/Clamp (11.43) Solder/Clamp (12.45)
Part Number Cable Part Number Cable
56-0302-0860* M17/133-RG405 (.086 S.R.) 56-1302-0860* M17/133-RG405 (.086 S.R.)
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*See Specification Page for finish suffix.
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