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WARNING - THIS DOCUMENT CONTAINS TECHNICAL DATA WHOSE EXPORT IS RESTRICTED BY THE ARMS EXPORT CONTROL ACT (TITLE 22, U.S.C., SEC 2751, ET. SEQ.) OR THE EXPORT ADMINISTRATION ACT OF 1979, AS

AMENDED, TITLE 50, U.S.C., APP 2401 ET SEQ. VIOLATIONS OF THESE EXPORT LAWS ARE SUBJECT TO SEVERE CRIMINAL PENALTIES. DISSEMINATE IN ACCORDANCE WITH PROVISIONS OF DOD DIRECTIVE 5230.25.
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UNLESS OTHERWISE SPECIFIED,
PHOENIX WORKMANSHIP STANDARDS APPLY
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THE INFORMATION DISCLOSED IN
THIS DOCUMENT IS CONFIDENTIAL

AND PROPRIETARY TO
PHOENIX CO. INC.

AND MAY NOT BE USED FOR
MANUFACTURE OR ANY OTHER
PURPOSE WITHOUT THE WRITTEN

CONSENT OF THE PHOENIX CO. OF
CHICAGO INC.
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.350`.010

SOLDER

TIN

STEP 1
TRIM WIRE TO DIMENSIONS SHOWN.
TIN CENTER CONDUCTOR.
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
STEP 2
SOLDER WIRE TO THE BODY AS SHOWN.
CLEAN AND INSPECT SOLDER JOINT.


