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PkZ® RIGHT ANGLE PLUG, PRINTED

CIRCUIT MOUNT

PLATING OPT.

F

MFG

QA

DRAWN

CHECKED

ENGINEER

APPROVED

JEM 9/26/1995

HN 9/26/1995

JEM 9/26/1995

HN 9/26/1995 2.5 : 1

A, B, C, D

PART NUMBER O-RING OPTIONS

26D-2450-04 NONE

26D-2451-04 ENVIRONMENTAL

26D-2453-04 EMI SPRING

26D-2455-04 GROUNDING RING

F ECN 10988 6/9/11 JEM

E ECN 10387 5/24/10 JEM

D ECN 10083 11/05/09 JEM

C ECN 8561 6/20/06 JEM

B ECN 5696 11/29/11 HN

REV DESCRIPTION DATE BY

.236 [5.99]SQ 

(.727 [18.47])

.200 [5.08] TYP.

.100 [2.54]

TYP.
.025 [0.64]SQ 

n.031 [n0.79]

O-RING

(OPTIONAL)

CLIP RING

SPRING

WASHER

   NOTES:

   1. SPECIFICATIONS PER IDS-26.

   HOUSING: DIN 41612, SIZE 8 CAVITY.

.273 [6.93]

.155 [3.94]

.131 [3.33]
.100 [2.54] TYP

.200 [5.08] TYP

n.046 [n1.17]
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