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53 POSITION, PRC PkZ® PLUG HOUSING,
WITH 2-PIECE STRAIN RELIEF, CABLES

Ø.056 - Ø.038
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HEAD

NOTES:
  1.   HOUSING SUB‐ASSEMBLY MARKED AS SHOWN;
        "PRC532DX1XANONE YYWWPC", "1", "11", "43", & "53". 
  2.   MATERIALS:
           BLACK DELRIN (ACETAL, COPOLYMER): HOUSING, INNER & OUTER 2‐PIECE STRAIN RELIEF.
           STAINLESS STEEL, PASSIVATED: JACKSCREW SHAFTS & HEADS, INSERTS, SCREWS, WASHERS & PINS.
           BERYLLIUM, GOLD PLATED: GUIDE PINS
  3.   OPERATING TEMPERATURE: ‐67°F TO +257°F (‐55°C TO +125°C ).
  4.   DIMENSIONS ARE FOR REFERENCE ONLY, UNLESS OTHERWISE SPECIFIED.
  5.   ABOVE REQUIREMENTS DO NOT INCLUDE CABLE ASSEMBLIES. 
  6.   DESIGNED FOR CABLES WITH DIAMETERS FROM Ø.056 TO Ø.038.
  7.   PARTS WILL BE RECEIVED LOOSE. 
  8.   ASSEMBLE PER HARNESS ASSEMBLY PROCEDURE FOR PRC532‐HAP.
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